HUMIDITY SENSORS: TYPE HS12P, HS1I5P 
RELATIVE HUMIDITY SENSOR 








DESCRIPTION: 


Non-refresh type humidity sensor made of polymer. 


FEATURES: 


e Good long term reliability 

e Cost effective performance 

e HS15P water resistive 

e Typical applications include humidity monitors, 
humidity controllers, air conditioners, humidifiers, 
dehumidifiers, automatic ventilation 
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WARNING: 


Use only within the specified limits. 

Do not disassemble and change any parts. 
Do not apply DC voltage or DC bias. Dimensions in mm 
Do not immerse into water or any solution. 


























1. Filter 
2s CASES cccmesivtcersicesans ABS: Dark blue (HS12P) 
saueubeeuubeneudccesenaceuetesertenewes Light blue (HS15P) 
3. LOA WIFE ......csceeeeeneeeeeenees Sn-Pb plated Cu 
Siete eas niceme onic aeemsenmeelouncesecmmasiees Diameter: 0.6mm 
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HUMIDITY SENSORS: TYPE HS12P, HS15P 
RELATIVE HUMIDITY SENSOR 








TYPICAL HUMIDITY CURVE: 
AC 1Vrms, 1kHz 
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TYPICAL RESPONSE CURVE: 


AC 1V 1kHz (25°C) 
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